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LOW-SPEED INVESTIGATION OF LEADING-EDGE AND TRAILING-EDGE 

FLAPS' ON A 47.5' SWEFTBACX WING OF ASPECT RATIO 3.4 

AT A REYN0L;DS NUMBER OF 4.4 X lo6 

By Jer.me  Pasamnick and Thomas B. Sel lers  

An investigation was  made in  the  Langley mll-scale  tunnel of the 
low-speed longitudinal  chmacterist ics of  a 47.5O sweptback wing- 
fuselage combination (aspect   ra t io  3.4) with  various  extensible  leading- 
edge-flap and plain  trailing-edge-flap arrangements. For the configu- 
-ration  investigated, a 10-percent-chordY  30-percent-span or  35-percent- 
span  leading-edge flap  deflected 135O o r  1yo produced longitudinal 
s t a b i l i t y  over the complete lift-coefficient  range.  Flaps o f  larger 
spans and chords ala0 produced sat isfactory  longi tudinal   s tabi l i ty  
chasacteristics,  but  there w a s  no appreciable  increase i n  the maximum- 
lift increments. The  wing with  plain  trailing-edge  flaps produced the 
largest  increment of maximum-lift coefficient (0.17) but  resulted in 
unstable pitching-&ament characterist ics  near  the stall. Combining 
the  10-percent-chord  leading-edge  flaps and the  trail ing-e-  f lap 
resulted  in  longitudinal  stabil i ty  for  the  smallest  span f laps  
investigated. 

INTRODUCTION 

In  numerous investigattons it has been shown t h a t   t h e   i n i t i a l  f l o w  
breedown  over the  t ip   sect ions of t h in  highly swept wings r e su l t s  i n  
poor longi tudinal   s tabi l i ty   character is t ics  and low values of meximum 
lift. In order t o  a l leviate   the early flow breakdown, extensible 
leading-edge  flaps, sirail- t o  those  investigated  in  reference 1, have 
been used  as a m e a n s  fo r   de lay ing   t ip   s ta l l ;  but for  each wing sweep 
angle  there  appears t o  be a limited  range of flap  configuration which 
produces sa t i s fac tory   s tab i l i ty .  I n  the course of an eaxlier. investi- 
gation of a highly swept low-aspect-ratio wing i n   t h e  Langley ful l -scale  
tunnel  (reference 2 ) ,  a few leading-edge-flap  configurations  indicated 
that,  with a careful  selection o f  leading-edge asd trailing-edge  flaps, 
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it would be possible  to  obtain  sufficient  control o f  the flow over the 
wing t o  produce sat isfactory  s tabi l i ty  and  Improved lift characterist ics 
of the  particular  plan form. The resu l t s  of the  investigations of 
references 3 and 4 also  indicate  the  variable  range of flap  required 
t o  produce longitudinal  stabil i ty  for each particular  plan form. 

The present  paper-  contains  the, results of an investigation to 
determine  the  effects of leading-edge-flap  chord, span, and deflection 
angle on the aerodynamic character is t ics   in   pi tch of a 47.5O sweptback 
wing-fuselage combination. Results are also included  for  the model with 
plain  trailing-edge  flaps  used  alone and i n  combination with  the  leading- 
edge flaps.  The  wing aspect  ratio was 3.4, the   t aper   ra t io  was 0.51, 
and the   a i r foi l   sect ions w e NACA 641All2. The average Reynolds number 
fo r  the tests was 4.4 x 10 r and the  Mach number was approximately 0.0'7. 
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lirt coefficient ( L/qoS) 

drag coefficient (D/qoS) 

pitching-moment coefficient (M/qoSE) 

increment of maximum-lift coefficient due t o   f l a p s  

lift, pounds 

pitching moment about the  quarrter  chord of the meam 
aerodynamic chord; positive when  moment tends  to  increase 
angle of attack, foot-pounds 

t o t a l  wing area, square feet  

free-stream dynamic pressure, pounds per  square foot 

(+e) 
mass density of a i r ,  slugs per  cubic foot  

. 

free-stream velocity,  feet  per second 

wing chord measured perpendicular t o  quarter-chord  line, feet - 
wing chord measured para l le l  t o  plane of symmetry, feet  
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E wing mean aerodynamic chord measured p a a l l e l  t o  plane 

of symmetry, fee t  (g [/2ct2.) 

Y distance measured perpendicular to plane of symnetry, f ee t  

b wing span measured perpendicular t o  plane of symmetry, fee t  

a angle of attack of  wing chord line measured Fn Plane of 
symmetry, degrees 

6 flap  deflection angle,  degrees 

Subscripts: 

LF: extensible  leading-edge  flaps 

TE plain  trailing-edge  flaps 

MODEL 

General  dimensions of the model are  given i n  the  three-view drawing 
o f  figure 1, and figure 2 presents a photograph of the model mounted i n  
the Langley full-scale tunnel. The wing leading-edge sweepback 
was 47.50, the  aspect  ratio was 3.4, the  taper r a t i o  was 0.51, and the 
ai r fo i l   sec t ions  normal to  the  quarter-chord  l ine were NACA a1Al12. 
The wing panels had no geometric  dihedral and no t w i s t  and were mounted 
in  a low  midwing position  at  zero  incidence on a  circular  f iselage.  

The de ta i l s  of the  extensible  leading-edge and plain  trailing-edge 
flaps  investigated  are  given  in figure 3 and the  variable parameters 
are  tabulated in the  follarLng table: 

Flap 
Chord Deflection  angle 

(percent b/2 (per  cent ) (del31 

Extensible 30, 35, 40 120, 135, %O 
leading edge k5, 50, 55,  69 - 
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The chords and deflection  angles of the  extensible  leading-edge  flaps 
were  measured *om the chord l i ne  in a plane  parallel   to  the plane of  
symmetry. These f laps  extended outward t o  the wing t i p  and were tangent 
t o   t he  'king  surface. The plain  trailing-edge  flaps extended outward 
from the 12-percent-semispan s ta t ion and were deflected normal t o   t h e  
hinge line  (81-percent chord measured i n  a plane  perpendicular t o   t h e  
quarter-chord  line). For a few exploratory tests the  existing  leading- 
edge f l ap  nose was closed by a c i rcu lar   inser t   fa i red   to   the   f lap  contour 
as shown i n  figure 3. 

TESTS AND RESULTS 

The t e s t s  were made on the  six-component balance  syst of  the 
Langley full-scale  tunnel  at  a Reynolds number of 4.4 X 10 -r and a Mach 
number of  approximately 0.07. Data were obtained at zero yaw over a 
range of  angle of  attack from small negatfve  angles  through  the  angle 
for  maximum lift. 

A l l  the  data have been corrected for  jet-boundary effects   (as  
determined from the  straight-wing method o f  reference 5 ) ,  blocking 
effects,  stream alinement, and approximate  wing-support interference. 

I n  order t o  faci l i ta te   the  discussion o f  resul ts ,   the   data  are  
arranged in  the  following  order of  figures: The plain-wing  character- 
ist ics  are  presented  in  f igure 4. The data of  the wing with  extensible 
leading-edge flaps,  plain  trailing-edge  flaps, and combinations of both 
f laps  arre given in  f igures 5 ,  6 ,  .and 7, respectively. Summary curves 
of maximum-lift increments and longi tudinal   s tabi l i ty   character is t ics  
for  the  different  f lap arrangements are  presented i n  figures 8 t o  10. 

DISCUSSION OF RESUlTS 

Basic  longitudinal  characteristics. - The m a x i m u m - l i f t  coefficient 
of the plain wing was 0.99 a t  an angle of attack of 220 ( f ig .  4 ) .  The 
slope of the l i f t  curve in   the l o w  and moderate lift range was 
essent ia l ly   l inear  up t o  a l i f t  coefficient of approximately 0.75. The 
resu l t s  of reference 2 have shown that at the  higher l i f t   coe f f i c i en t s  
3 small bubble of separation  occurred at the leading edge of the 
outboerd  section  producing a local  increase i n  l i f t  at the t i p s  and 
a sudden increase  in  longitudinal  stability. The results  presented 
i n  f igure 4 show the  increased  longitudinal  stability  at  the  higher 
lift coefficients, but the accompanied loca l   l i f t   increase  at the tip 
sections can not be readily observed from t h e   t o t a l - l i f t  curve. A t  l i  ft, 
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coefficients above 0.9 a rapid  progression of separation over the 
leading edge of the  outboard  sections suddenly reduced the lift and 
introduced  abrupt  longitudinal  instability. 

Extensible  leading-edge  flaps. - Figure 5 i l lus t ra tes   the   e f fec t  of 
vaxying the  leading-edge-flap  configurations on the  longitudinal 
character is t ics  of  the model. An analysis of the  data  indicates  that  
a decrease i n  drag occurs at moderate and high angles of attack as the 
f laps   are  extended  inboard  because  of the  delay of leading-edge 
separation over a greater  part  of the wing span. The resul ts   indicate  
that ,   for   the swept  wing investigated,  the  extensible  leading-edge 
flaps would not produce large lift increments;  but, by sui table  
combination of f lap  var iables ,   s ta t ic   longi tudinal   s tabi l i ty  could  be 
obtained  throughout the CL range: The summary curves ( f ig .  8) show 
that,   for  the  f lap  deflection of E O o ,  longi tudinal   s tabi l i ty  w a s  
obtained  only  for  the  10-percent-chord and 15-percent-chord f laps  of 
the  smallest spans a t   t he  wing t i p s .  For the  higher  flap  deflections 
of 135' o r  lWo, longi tudinal   s tabi l i ty  at the  stall can be obtained 
with  flaps of larger chords and spans. In general  for  design and 
structural  simplicity,  the  10-percent-chord  flaps appear t o  be the  most 
promising configuration  for  this p l an  form inasmuch as   sat isfactory 
s t a b i l i t y  and some increase in maximum lift can  be obtained  with smll 
spans fo r  each deflection  angle  investigated. 

The maxFmum value of ACh obtained was approximately 0.10 

( f i g .  8). Flap chord and deflection  angle had negligible  effects on 
the maximum value of AChU but  did  aSfect the f lap  span required t o  
obtain  this  increment. A s  the  flap  deflection  angle was progressively 
increased, a smaller  flap span was 'required f o r  the 10-percent-chord 
and 15-percent -chord flaps.  

A few exploratory  tests were made wfth  the  10-percent-chord, 
135O-deflected flaps  with  the nose closed  (fig.  3) t o  determine  whether 
the  stagnation  point had moved suf f ic ien t ly  under the  original  leading- 
edge contour  with an increase  in  angle of attack t o  a f fec t   dverse ly  
the flow  over the  f lap.  The resu l t s  of these   t es t s  were ident ical  t o  
the  partial-open-nose-flap  results and are  not  included on the  data 
figures. 

Plain  trailing-edge  flaps.- The longitudinal  stabil i ty  character-  
i s t i c s  f o r  a l l  trailing-edge-flap  configurations were similaz t o  the 
plain-wing character is t ics .  The pitching-moment curves  indicated 
sudden s t a b i l i t y  followed by an abrupt i n s t ab i l i t y   new  the  maximum 
l i f t   ( f i g .  6 ) .  An increase i n  the  f lap span resulted i n  an'appreciable 
t r im  sh i f t  which increased  further  with  increasing  deflection angle. 
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The increments  of maximum lift due to   f lap   def lec t ion   a re  
presented in  figure 9 as a function of f lap span. The results indicate 
that  varying  the  deflection  angle from 20° t o  40° produced the greater 
maximum-lift increments. A further  increase in deflection angle, t o  690, 
reduced the m a x i m u m - l i f t  increments  (about -0.02) and greatly reduced 
the   l i f t -drag   ra t ios  throughout the  flap-span  range  (fig. 6 ) .  The 
m a x i m u m  increment i n  lift obtained was about 0.17 for  the wing with 
full-span  flaps  deflected 40°. 

Flap  combinations.- The variation of maximum-lift increments  with 
the leading-edge f lap combined wfth  the  trailing-edge  flaps i s  shown i n  
figure 10. The variables  held  constant  for  these tests were the  leading- 
edge-flap  chord (10 percent) and the  trailing-edge-flap  deflection 
angle ( 40°) . 

The 30-percent-span  leading-edge flaps  deflected 135O or 150° i n  
combination with the 43-percent-span t ra i l ingledge  f laps  were the  only 
configurations tested, which resulted in longitudinal  stability  near 
t he   s t a l l   ( f i g .  7). The increment  of maximum lift obtdned  for  these 
combinations which produced stability at s t a l l  was approximately 0.15. 

The smaller leading-edge-flap  deflection  angle produced larger 
m a x i m u m - l i f t  increments for   the flap combinations investigated  through- 
out most of  the  leading-edge-flap-span  range  (fig. 10). The 63.3-percent- 
span and 88.0-percent-span trail ing-edge  f laps  in combination with 
the leading-edge flaps  deflected 150' produced constant maximum-lift 
values  for  the  leading-edge spans investigated. 

The drag coefficients  of the model fo r  each trail--edge-flap 
span were not  appreciably  affected w i t h  variation of  leading-edge-flap 
span. It was previously  pointed  out that the leading-edge flaprs  reduced 
the drag coefficients; however, the drag decrement  can not be observed 
for   the model configurations  with  flap combinations  because  of the large 
drag increment  produced by the  trailing-edge  flaps. 

The results of the  investigation in the Langley full-scale  tunnel 
of the  effect  of flap  design  parameters on the aerodynamic character- 
i s t i c s  of a 47.5O sweptback  wing are summmized as  follows: 

1. For the presenk plan form, a 10-percent-chord,  30-percent-span 
or 35-percent-span  leading-edge flap  deflected  or 150° appeared t o  
be the  most promising configuration inasmuch as longi tudinal   s tabi l i ty  
was obtained  throughout  the  lift-coefficient  range.  Flaps of larger 
spans and chords also produced satisfactory  longitudinal  stabil i ty 
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characteristics, but the mxfmtmt-lfft increments obtained were not 
apprecfably  greater  than  those for the smaller-span flaps. 

2. The plafn tratling-edge-flap  configurations were longitudinally 
Unstable at the stall. The highest lift incregent  obtained w a s  0.17 
far  the wtng with full- spa^ fiaps cleflected 4.0 . 

3. For the cmbfnatione o f  trailing-edge flaps and 10-percent-chord 
extensible leed€ng-edge flaps, longitudinal s t&flf ty  was obtained 
only  for the 30-percent-span leading-edge flaps  deflected 135' o r  150° 
in combTnation wfth the 43-percent-spas plain  trailing-edge flaps 
deflected 4oo. 

Langley Aeronartfcal Laboratory ' 

Natfonal Advisory C a m i t t e e  for Aeronautics 
Lmgley Afr Force Base, Va. 
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Figure L-Three-view drawing of a 475” sweptback wing-fuselage combimtion. 
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Enlarged view of section AA: 
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Enlarged view of section BB. 

Figure  3.-The location and detail dimensions of extensible leading-edge flaps  and 
plain  trailing-edge  flaps. 
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Figure 4,-Aerodynamic  characteristics of a 425" sweptback  wing-fuselage 
combination. R = 4.4 x IO6. 
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Figure  5.-Aerodynamic characteristics of a 47.5" sweptback wing-fuselage 
combination  with extensible leading-edge flaps. R = 4.4 x IO6. 
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Figure 5.-Continued. 
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Figure 5."Continued. 
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Figure 5.-Continued. 
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Figure 5-Continued. 
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(b) c ' ~  = 0.15. Concluded. 

Figure  5.-Continued. 
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Figure 5. -Continued. 
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Figure 5. -Concluded. 
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Figure 6-Aerodynamic  characteristics of a 425" sweptback  wing-fuselage 
combination  'with plain trailing-edge flaps. R= 4.4 x IO6. 
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Figure 7.--Aerodynamlc characteristics of a 475" swepfback  wing-fuselage 
combination with extensible  leading-edge  flaps and plain  trailing-edge 

flaps. c'LE=O.IO. ~ T E  40'. R = 4.4 x IO6. 
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0 Denotes longitudinal stability 
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Figure 8.- Effect of extensible  leading-edge fIaps 
on the maximum lift of a 475" sweptback 

wing-fuselage combination. R =  4.4 x IO6. 
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Troiling-edge flap 

Figure  9.-Effect  of pla iling-edge flops 
on the maximum -l i ft of  a 47.5" sweptback 
wing-fuselage Combination. R=4.4  x 106. - 
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0 Denotes  longitudinal  stability 
at stall 

"- 6 5.5 
88.0 """ 1 

30 35 40 45 50 55 
Leading-edge flap span percent & L 

Figure  lO.-Effect  of combinations of extensible 
leading-edge  flaps  and  plain  trailing-edge 
flaps on the maximum lift of CI 47.5O 
sweptbock wing-fuselage Combination. 
8 ~ ~ ~ 4 0 :  c'LE=O.IO. R ~ 4 . 4  X IO6. 
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